
 
 

 

 

ADDENDUM NO. 2 21 July 2023 

Harrington Public Library 

Bid Package A 

Page 1 

 

Bids are due on Thursday, July 27, 2023 @ 2:00 PM. 

The last day for questions was July 20, 2023 @ 2:00 PM. 

 

NOTICE:  Attach this addendum to the project manual for this project. It modifies and becomes 

a part of the contract documents. Work or materials not specifically mentioned herein are to be 

described in the main body of the specifications and as shown on the drawings.  Bidders shall 

acknowledge receipt of this addendum on the space provided on the Bid Form. Failure to do so 

may subject the bidder to disqualification. 

 

Whenever this Addendum modifies a portion of the Project Manual added information is shown 

as Bold and deleted information is shown as strikethrough. 

 

The contract documents for the above referenced project, dated July 7, 2023, are amended as 

follows: 

 

GENERAL CLARIFICATIONS: N/A 

 

 

QUESTIONS AND ANSWERS:  

See attached RFI log dated 21 July 2023 

 

MODIFICATIONS TO SPECIFICATIONS: N/A 

 

 

MODIFICATIONS TO DRAWINGS: DELETE the following drawings and INSERT revised 

drawings of the same titles annotated Addendum No. 2, dated 7/20/23 

 

1. C-201 Site, Signage & Striping: Width of front sidewalk partially reduced to 10’ wide. 

Note G-16 modified to provide additional information for bike rack. 

2. C-301 Utility Plan and C603 Entrance Plan – Erosion and Sediment Plan: Additional 

information added for SD6, SD7 and SD8, as well as CB 6, 7 and 8. 

3. C-401 Grading Plan: Grading shots provided for reduced sidewalk width. 

4. C-901 Construction Details: FCD sign revised 

5. C-902 Construction Details: Details scaled up for legibility.  Dumpster Enclosure detail 

removed; contractor scope includes pad only.  8” thick slab, per detail on 

C901.  Dumpster walls and gates to be picked up with bid pack 2, arch plans. 



 
 

 

 

6. L-101 Landscape Plan: River Jack mow strip added along area of reduced sidewalk 

width. 

 

 

LIST OF ATTACHMENTS: 

 

C-201 Site, Signage & Striping 

C-301 Utility Plan 

C-401 Grading Plan 

C-603 Entrance Plan – Erosion and Sediment Plan 

C-901 Construction Details 

C-902 Construction Details 

L-101 Landscape Plan 

RFI Log dated 21 July 21, 2023 

 
 

End of Addendum No. 2 



Harrington Public Library

Bid Pack A RFI Log 

As of 7/21/2023

RFI #
Date 

Received
Category Drawing # Contractor Question Response Addendum No.

1 7/17/2023 Civil C-201 Thompson & Sons Note G-14 Install Fence per Arch Drawings Need Details

Fencing by general works contractor.  However in order to reference fencing 

details, see sheets A002 for fence types and A101 for where these fences 

are located. 

2

2 7/17/2023 Civil C-201 Thompson & Sons
Note 12 Install Site Lighting is this in the Site Bid? If Yes we need

Electrical drawings
Site lighting is not a part of the sitework scope of work. 2

3 7/17/2023 Civil Alternate 2 Thompson & Sons Flagpole calls for Electric is this in the Site Bid? If Yes Need Electrical drawings
This part of the alternate will be covered under the electrical contractor, 

however this Contractor will need to coordinate as needed. 
2

4 7/19/2023 Civil E-400 ADel Will all site electric shown on E-400 be by others? All site lighting on E-400 will be by Electrical Contractor. 2

5 7/19/2023 Civil L-001 ADel Is landscaping shown on L-001 the site contractor’s responsibility?

Sitework contractor will be responsible for the lawn scope of work, 

including but not limited to rake, seed, and straw/mulch.  Landscape 

conractor will be responsible for all other landscaping shown on plans. 

2

6 7/19/2023 Civil ADel Is the dumpster enclosure the site contractor’s responsibility?
Dumpster enclosure pad is the responsibility of this Subcontractor.  

Fencing/Walls by others.  
2

7 7/19/2023 Civil ADel Is fencing the site contractor’s responsibility? Fencing will not be the responsibility of this Contractor. 2

8 7/19/2023 Civil ADel I cannot find any detail on the bike rack in the Arch. Plans See attached sheet C-201 2

9 7/20/2023 Civil Thompson & Sons Need Detail on the Pipe schedule for SD6, SD7 &SD8 See attached sheets C-301 and C-603 2

10 7/20/2023 Civil Thompson & Sons Need Clarification if Landscaping is part of Site Work Package Pricing for Bid Landscaping is a separate contract under Bid Pack B 2

Page 1 Harrington Library Pre-Bid RFI Log
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 2023-07-20

DRAWN BY:

DATE:
PROJECT  NO.:

COPYRIGHT  2023

MARK DATE DESCRIPTION

ISSUE  BLOCK

PROJECT  TITLE

SHEET  TITLE

SCALE:

SHEET

PROJ. MGR.:

C-201LAYER STATE:

N

NAD 83 / DSP

CITY OF HARRINGTON WATER TOWER
PROJECT (BY OTHERS).  N.I.C.

HARRINGTON

101 LITTLE MASTENS CORNER RD

LIBRARY

CITY OF HARRINGTON

KENT COUNTY, DE
MISPILLION HUNDRED

CATEGORY A SITE PLAN

T-2

T-1 PROPOSED PAINTED HANDICAPPED SYMBOL - HANDICAPPED BLUE, (TYP. FOR ALL HANDICAPPED SPACES) SEE DETAIL,

PROPOSED PAINTED STRIPING - 4" SOLID WHITE LINE, (TYP.).

STRIPING  &  SIGNAGE  CONSTRUCTION  NOTES
C-PR-STRIPING-C-NOTES.DWG

SHEET C-901.

T-3 PROPOSED PAINTED STRIPING - 4" SOLID YELLOW LINE FOR FIRE LANE. ALL FIRE LANE CURBING TO BE PAINTED YELLOW IN

T-4 INSTALL "NO PARKING FIRE LANE" SIGN (TYP.). (4 REQUIRED). SEE DETAIL, SHEET C-901.
T-5 INSTALL "HANDICAPPED PARKING" SIGN (TYP.). (3 REQUIRED). SEE DETAIL, SHEET C-901.
T-6 PROPOSED PAINTED STRIPING - 4" SOLID HANDICAPPED BLUE LINE. (TYP. FOR ALL HANDICAPPED SPACES).
T-7 PROPOSED PAINTED CROSS HATCH STRIPING - 4" SOLID HANDICAPPED BLUE LINE, 4' SPACING BETWEEN LINES (TYP.).
T-8 PROPOSED 16" WIDE PAINTED STOP BAR (TYP.)
T-9 PROPOSED PAINTED STRIPING - 4" DASHED YELLOW LINE FOR FIRE LANE.
T-10 INSTALL "STOP" SIGN 36" X 36" (R1-1), IN ACCORDANCE WITH LATEST "DE MUTCD".

IN ACCORDANCE WITH DSFM STANDARDS AND SPECIFICATIONS.

G-1

G-3
G-2

GENERAL  CONSTRUCTION  NOTES

INSTALL P.C.C.  CONCRETE CURB (DELDOT TYPE 1-6), TYP. SEE DELDOT STANDARD DETAIL No. C-1, LATEST EDITION. 
INSTALL CONCRETE SIDEWALK, SIDEWALK WIDTH VARIES, SEE THIS SHEET FOR WIDTH.

C-PR-SITE-C-NOTES.DWG

G-4

INSTALL FULL DEPTH PAVEMENT SECTION, SEE SHEET C-901 FOR DETAIL.
CONTRACTOR TO DEPRESS CURB AT LIMITS SHOWN BETWEEN LEADERS. CONTRACTOR TO TAPER CURB AT SLOPE OF 12:1
PER CURB TAPER DETAIL, SHEET C-901.

INSTALL PRECAST CONCRETE BUMPER BLOCKS (TYP.). SEE DETAIL SHEET C-901.
CONSTRUCT A.D.A ACCESSIBLE RAMP (TYP.) (DELDOT CURB RAMP TYPE 1) IN ACCORDANCE WITH THE MOST CURRENT
DELDOT AND A.D.A STANDARDS. SEE DELDOT DETAIL C-2.

G-5
G-6

INSTALL "ADULT READING" AREA, MATERIAL TO BE RIVER JACK GRAVEL, DIA. TO BE NO LARGER THAN 1" WITH A MINIMUM
DEPTH OF 4" AND A MINIMUM OF 6" DEPTH TRENCH AT SIDEWALK, CURB, OR EDGING.

G-7

INSTALL "CHILDREN'S OUTDOOR PROGRAM" AREA, MATERIAL TO BE RIVER JACK GRAVEL, DIA. TO BE NO LARGER THAN 1"
WITH A MINIMUM DEPTH OF 4" AND A MINIMUM OF 6" DEPTH TRENCH AT SIDEWALK, CURB, OR EDGING.

G-8

PROPOSED FLAG POLE LOCATION.  SEE FLAG POLE BASE DETAIL, SHEET C-901.  SEE SPECIFICATIONS FOR POLE INFO.G-9
PROPOSED BRICK PAVER PLAZA AREA.  SEE BRICK PAVER SECTION DETAIL, SHEET C-901.G-10
INSTALL 8" CONCRETE SLAB AS SHOWN, SEE SHEET C-901 FOR DETAIL.G-11

G-12 INSTALL SITE LIGHTING (TYP.). SEE LIGHTING PLAN E-400 FOR TYPE AND SPECIFICATIONS.
G-13 INSTALL PIPE BOLLARD AS SHOWN AT LOCATIONS HEREON (TYP.). SEE DETAIL C-901.
G-14 INSTALL FENCE AS SHOWN. SEE ARCHITECTURE PLANS FOR FENCE SPECIFICATIONS.
G-15 INSTALL DUMPSTER AS SHOWN HEREON. SEE DETAIL SHEET C-902.
G-16 INSTALL SURFACE MOUNT BIKE RACK, "DERO RR2H" - 5 BIKES, OR APPROVED EQUAL. GALVANIZED AND POWDER COATED.  

COLOR TO BE SELECTED BY OWNER AND A/E.  INSTALL PER MANUFACTURERS RECOMMENDATIONS.

HARRINGTON

101 LITTLE MASTENS CORNER RD

LIBRARY

CITY OF HARRINGTON

KENT COUNTY, DE
MISPILLION HUNDRED

CATEGORY A SITE PLAN

0

SCALE:  1" = 30'
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BID  ALTERNATE  NO:  1
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EX. 4" F.M.

LITTLE MASTENS CR. RD. (CO. RD. #78)

55'  RIGHT-OF-WAY  "LOCAL  ROAD" 

EX. 4" F.M.

S 24° 52' 11" E

PROPOSED
KNOX  BOX

K.B.

RD-1

PR. C.B. : 11
GRATE : 59.25'
INV. : 55.05'PR. C.B. : 2

GRATE : 58.45'
INV. : 54.38'

RD-2

25' B.R.L. 

8" W

PR. C.B. : 5
GRATE : 58.02'
INV. : 54.83'

PR. C.B. : 6
GRATE : 57.86'
INV. : 55.22'

SD-7

PR. C.B. : 7
GRATE : 57.96'
INV. : 55.69'

SD-8

PR. C.B. : 8
GRATE : 58.23'
INV. : 55.96'

STATE MAINTAINED ROADWAY

SS-3A
PR. SAN. MH. : 1A
RIM EL. : 59.13'
INV. IN : 49.50'
INV. OUT : 49.40'

SS-2A

SS-1A

PR. SAN. MH. : 2A
RIM EL. : 55.60'
INV. IN : 51.50'
INV. OUT : 51.40'

58 58

58

59

59

FRIENDSHIP VILLAGE HOMES LLC
T.P. 6-09-17015-02-8100

LANDS N/F

DEED REF. 3282-262
PLAT REF. 76-1

ZONING - R-1 - ONE FAMILY RESIDENTIAL

6"
 S

INV: 50.44'
52" A.D.S.

6'

60

60

6" S

8" S

8" S

INV. IN: 48.50'

W.V.W.V.

W.V.

S-4

S-3

S-1 S-2

S-2

S-5
W-9

TO BE ACQUIRED

20
'

PR. 20' WIDE
UTILITY EASEMENT

20'

TO BE ACQUIRED

PR. 20' WIDE
UTILITY EASEMENT

60

PR. C.B. : 9
GRATE : 57.35'
INV. OUT : 54.56'
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E-2

E-2
E-3

E-4

E-4

E-4

E-1

E-1

E-1

E-1

E-1

E-1

585858

SD-4

EXISTING 20' WIDE PERMANENT
EASEMENT (D.R. 12290 / 297)

G.M.

U-2

U-1

G.V.

8" W

PROPOSED  ONE STORY

15,787 ±  S.F. G.F.A.
"HARRINGTON  LIBRARY"

F.F.  EL.:  60.25'

D-3

INV.: 56.90'
TOP: 58.60'
PR.  EMITTER

D-6D-7

D-7D-7

D-7

D-8

INV.: 56.88'
PR.  C.O.:

D-9

D-9

D-9

D-7

W-4

NYLOPLAST

DRAINS TO WATERWAYS

DO NOT POLLUTE

DUCTILE IRON

NYLOPLAST

DRAINS TO WATERWAYS

DO NOT POLLUTEDUCTILE IRON

NYLOPLAST

DRAINS TO WATERWAYS

DO NOT POLLUTEDUCTILE IRON

U-1
1-1/4" G

1-
1/

4"
 G

1-1/4" G

NYLOPLAST

DRAINS TO WATERWAYS

DO NOT PO
LLUTE

DUCTILE IRON

D-9

CATCH  BASIN  SCHEDULE
CB NO.

1

2

3

4

5

6

7

8

9

10

11

INLET  BOX

?

?
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COVER  SLAB
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TOP  UNIT
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?
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FRAME/GRATE

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

GRATE  EL.

58.07'

58.45'

58.45'

57.06'

58.02'

57.86'

57.96'

58.23'

57.35'

57.13'

59.25'

INV. IN
54.30' (SD-10)
54.30' (SD-2)

54.38' (SD-3)
54.38' (SD-9)
54.38' (RD-2)

54.68' (SD-5)
54.68' (SD-4)

54.83' (SD-6)

55.22' (SD-7)

55.69' (SD-8)

55.05' (RD-1)

INV. OUT

54.30' (SD-1)

54.38' (SD-2)

54.68' (SD-3)

54.86' (SD-4)

54.83' (SD-5)

55.22' (SD-6)

55.69' (SD-7)

55.96' (SD-8)

54.56' (SD-9)

54.50' (SD-10)

55.05' (RD-2)

48" x 48"

48" x 48"

48" x 48"

34" x 24"

34" x 24"

34" x 24"

60" x 60"

60" x 60"

60" x 60"

-

-

-

TYPE B

TYPE B

TYPE B

TYPE B

TYPE B

TYPE B

DUCTILE  IRONNYLOPLAST
24" Ø CONCRETE  RING 24" Ø  STANDARD

34" x 24" - TYPE B

34" x 24" - TYPE A

34" x 24" - TYPE A

34" x 24" - TYPE A

* TEMP  REBAR  REQUIRED

*

*

*

STORM  DRAIN  PIPE  SCHEDULE
PIPE  NO.

RD-1

RD-2

SD-1

SD-2

SD-3

SD-4

SD-5

SD-6

SD-7

SD-8

SD-9

SD-10

SIZE
12"

12"

24"

24"

24"

15"

18"

15"

15"

15"

15"

15"

PIPE  TYPE
H.D.P.E.

H.D.P.E.

RCP

RCP

RCP

RCP

RCP

RCP

RCP

RCP

RCP

RCP

LENGTH
35'

67'

29'

29'

116'

71'

59'

151'

143'

83'

72'

78'

SLOPE
1.01%

1.00%

0.25%

0.27%

0.26%

0.25%

0.25%

0.26%

0.33%

0.33%

0.25%

0.25%

INV. IN
55.40'

55.05'

54.30'

54.38'

54.68'

54.86'

54.83'

55.22'

55.69'

55.96'

54.56'

54.50'

INV. OUT
55.05'

54.38'

54.23'

54.30'

54.38'

54.68'

54.68'

54.83'

55.22'

55.69'

54.38'

54.30'

ADS  N-12

ADS  N-12

ADS  N-12

ADS  N-12

ADS  N-12

ADS  N-12

ADS  N-12

ADS  N-12

ADS  N-12

CLASS  III  RCP

CLASS  IV  RCP

CLASS  IV  RCP

SANITARY  SEWER  MANHOLE  SCHEDULE
MH  NO.

1A

2A

RIM  EL.

59.13'

55.60'

DIA.

48"

48"

DEPTH

9.33'

3.80'

INV. IN
49.50' (SS-2A)

51.50' (SS-3A)

INV. OUT
49.40' (SS-1A)

51.40' (SS-2A)

SANITARY  SEWER  PIPE  SCHEDULE
PIPE  NO.

SS-1A

SS-2A

SS-3A

SIZE
8"

8"

6"

PIPE  TYPE
PVC SDR 35

PVC SDR 35

PVC SDR 35

LENGTH
89'

189'

43'

SLOPE
1.01%

1.01%

12.18%

INV. IN
49.40'

51.40'

56.73'

INV. OUT
48.50'

49.50'

51.50'

04-17-2023
2013138.06

C-301

1" = 30'
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PROJ. MGR.:

C-301LAYER STATE:

N

NAD 83 / DSP

DOMESTIC  WATER  SYSTEM  CONSTRUCTION  NOTES
WET TAP EXISTING 10" WATER MAIN ON SOUTH SIDE OF SITE, AS SHOWN, WITH A 10"x8"x10" TAPPING SLEEVE AND VALVE.

W-2

W-1

INSTALL WATER MAIN AT SIZE AND LOCATION SHOWN HEREON (42" MINIMUM COVER). WATER MAIN TO BE PVC, AWWA C900,

INSTALL FIRE HYDRANT AT THE LOCATIONS SHOWN HEREON, SEE DETAIL SHEET C-902. ALL VALVES TO BE RODDED
BACK TO THE TEE, WHENEVER POSSIBLE.

W-3

W-4 INSTALL 8" GATE VALVE WITH VALVE BOX (TYP.), SEE DETAIL SHEET C-902.
W-5

C-PR-U-SEWER-C-NOTES.DWG

THE CONTRACTOR IS TO COORDINATE A TEST PIT OF THE EXISTING 10-INCH WATER MAIN WITH THE TOWN, WELL BEFORE 
EXECUTING THE PROPOSED WET TAP.

W-6
PROPOSED FIRE DEPARTMENT CONNECTION. INSTALL FIRE DEPARTMENT CONNECTION SIGN. SEE DETAIL, SHEET C-901.
INSTALL PROPOSED DOMESTIC 2" WATER METER SERVICE CONNECTION PER CITY OF HARRINGTON STANDARDS AND
SPECIFICATIONS, SEE DETAIL SHEET C-902.

NOTES: A DOUBLE CHECK BACKFLOW PREVENTER WITH DETECTOR CHECK VALUE WILL BE INSTALLED IN THE GROUND FLOOR
WATER SERVICE ROOM OF THE STRUCTURE. SEE ARCHITECTURE PLANS FOR DETAILS.

W-7 PROPOSED 6" FIRE SERVICE CONNECTION TO BUILDING. CONTRACTOR TO SEE PLUMBING PLANS FOR INSTALLATION.
W-8 PROPOSED 2 1/2" DOMESTIC WATER SERVICE CONNECTION. CONTRACTOR TO SEE PLUMBING PLANS FOR INSTALLATION.
W-9 CONTRACTOR TO MAINTAIN 18" OF VERTICAL SEPARATION BETWEEN PROPOSED WATER MAIN AND PROPOSED SANITARY

SEWER PIPE. CONTRACTOR TO NOTIFY THE ENGINEER IF ANY CONFLICT OCCURS PRIOR TO INSTALLATION.

PRESSURE CLASS 235, DR 18 OR APPROVED EQUAL.

D-1

D-2

D-3
D-4

STORM  SEWER  CONSTRUCTION  NOTES
CONTRACTOR TO CORE DRILL EXISTING MANHOLE AND CONNECT PIPE AT INVERT SHOWN. PROVIDE WATER TIGHT SEAL

PROPOSED STORM DRAIN PIPE (TYP.) SEE PIPE SCHEDULE FOR PIPE SIZES AND INVERTS. (C-301)
PROPOSED H.D.P.E. ROOF DRAIN MAINS, MINIMUM SLOPE @ 0.010 FT/FT. MINIMUM DEPTH OF 2'. ALL BENDS SHALL BE 45°
SEE DETAIL SHEET (C-902).

PROPOSED STORM DRAIN CATCH BASIN (TYP.). SEE CATCH BASIN SCHEDULE FOR TYPE, SIZE AND TOP UNIT AND INVERTS
AND REPAIR ANY DAMAGE TO EXISTING MANHOLE AND ASSOCIATED STRUCTURES.

D-5

PROPOSED STORM DRAIN MANHOLE. SEE MANHOLE SCHEDULE FOR TYPE, SIZE AND TOP UNIT AND INVERTS (C-301).
(C-301).

INSTALL TERMINAL DRAINAGE EMITTER. SEE DETAIL C-902.D-6
INSTALL 8" PVC UNDERGROUND ROOF DRAIN, INCLUDING A 3"x4" ANGULAR CAST IRON DOWNSPOUT BOOT ON THE BUILDING.D-7
SLOPE SHALL BE A MINIMUM OF 1%. SEE DETAIL SHEET C-902.
INSTALL ROOF DRAIN CLEANOUT AT ELEVATION SHOWN HEREON.D-8
PROPOSED NYLOPLAST INLINE BASIN WITH 12"  STANDARD GRATE AND CONCRETE COLLAR.D-9

SANITARY  SEWER  CONSTRUCTION  NOTES
S-1

S-3

INSTALL SANITARY SEWER MANHOLE WITH FRAME AND COVER AT THE INVERTS AND ELEVATIONS SHOWNS HEREON (typ.).

S-4

INSTALL A 6" SANITARY SEWER LATERAL (2.0% MINIMUM SLOPE) WITH A CLEANOUT INSTALLED 5' OUTSIDE THE BUILDING
SEE DETAIL SHEET C-902.

C-PR-U-SEWER-C-NOTES.DWG

SEE DETAIL SHEET C-902.

CONTRACTOR TO CORE DRILL EXISTING MANHOLE AND INSTALL 8" SANITARY SEWER MAIN AT THE INVERTS SHOWN HEREON.

S-2 INSTALL 8" PVC SDR 35 SANITARY SEWER MAIN AT LOCATION SHOWN HEREON. SEE SANITARY SEWER PIPE SCHEDULE
(THIS SHEET).

USE A-LOK GASKET FOR WATERTIGHT CONNECTION. CONTRACTOR TO INSTALL RELINER INSIDE DROP CONNECTION.

S-5 CONTRACTOR TO MAINTAIN 18" OF VERTICAL CLEARANCE BETWEEN PROPOSED SANITARY SEWER PIPE AND PROPOSED
STORM DRAIN PIPE.

RECONSTRUCT FLOW CHANNEL AS NECESSARY.

HARRINGTON

101 LITTLE MASTENS CORNER RD

LIBRARY

CITY OF HARRINGTON

KENT COUNTY, DE
MISPILLION HUNDRED

CATEGORY A SITE PLAN

0

SCALE:  1" = 30'

15 30 60

E-1

E-2 PROPOSED PAD MOUNTED DE-COOP ELECTRICAL EQUIPMENT.  SEE ELECTRICAL PLANS FOR ADDITIONAL INFORMATION.

ELECTRIC / TELECOM SERVICE  CONSTRUCTION  NOTES

E-3 PROPOSED UNDERGROUND CONDUIT TO BE CONNECTED TO PROPOSED TELECOM BOX. SEE ELECTRICAL PLANS FOR

E-4

2019-030-PR-Electric-Notes

PRIMARY ELECTRIC SERVICE PROVIDED BY DELAWARE ELECTRIC CO-OP.  ALIGNMENT SHOWN FOR REFERENCE PURPOSES
ONLY.  SEE ELECTRICAL PLANS FOR ADDITIONAL NOTES, DETAILS AND SPECIFICATIONS.

PROPOSED UNDERGROUND TELECOM RELOCATION, SHOWN FOR ALIGNMENT REFERENCE ONLY. WORK TO BE PERFORMED
BY CROWN CASTLE AND VERIZON.

NOTE:  PROPOSED UNDERGROUND ELECTRIC (U.E.) AND TELECOM (U.T.) SHOWN FOR REFERENCE ONLY.
             SEE ELECTRICAL PLANS AND SPECIFICATIONS FOR INFORMATION RELATED TO ON-SITE SCOPE ITEMS.

DETAILS AND SPECIFICATIONS.

U-2

U-1
GAS  SERVICE  CONSTRUCTION  NOTES

2013-138-PR-Gas-C-Notes

PROPOSED NATURAL GAS SERVICE.  ALIGNMENT SHOWN FOR REFERENCE ONLY.  CHESAPEAKE UTILITIES, INC SHALL BE
RESPONSIBLE FOR INSTALLATION UP TO AND INCLUDING THE METER. SITE  CONTRACTOR SHALL COORDINATE WITH
CHESAPEAKE UTILITIES FOR EXACT SERVICE ALIGNMENT.
PROPOSED GAS METER LOCATION.  SITE CONTRACTOR SHALL PROVIDE A 5'x5' CONCRETE METER PAD AND TWO PIPE
BOLLARDS.  SEE 4" CONCRETE SLAB DETAIL AND PIPE BOLLARD DETAIL ON SHEET C-901.
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2

2
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EX. S.D. M.H.
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WEST HARRINGTON HIGH

T.P. 6-09-17015-01-0300

LANDS N/F

ZONING - R-1 - ONE FAMILY RESIDENTIAL

LOT 57

LOT 58

LOT 59
LOT 60 LOT 61 LOT 62 LOT 63 LOT 64 LOT 65

LOT 66

AMBLER  COURT
60'  RIGHT-OF-WAY   "LOCAL ROAD"

FRIENDSHIP VILLAGE HOMES LLC
T.P. 6-09-17015-02-8200

LANDS N/F

DEED REF. 3282-262
PLAT REF. 109-20

ZONING - R-1 - ONE FAMILY RESIDENTIAL

EX. C.B.
GRATE: 57.61'
INV.: 54.18'
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APPROXIMATE LIMITS OF FLOOD
PLAIN BOUNDARY - ZONE X
AS TAKEN FROM FEMA MAP NUMBER
10001CO337J, PANEL 337 OF 435 DATED
JULY 7, 2014.
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ELEVATION: 58.45' NAVD88
N: 339868.10' NAD83 (2011) DSP
E: 608367.90' NAD83 (2011) DSP
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EX. 8"S

PEA HILL PROPERTIES, LLC
T.P. 6-09-17002-01-1300

LANDS N/F

DEED REF. 610-116
PLAT REF.

ZONING - R-1 - ONE FAMILY RESIDENTIAL
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52" A.D.S.
INV: 50.64'
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INV: 50.43'
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INV: 50.40'

18" A.D.S.
INV: 53.08'

18" A.D.S.
INV: 54.92'
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INV: 53.02'
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INV: 50.46'
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RIM  EL.: 58.28'
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RIM  EL.: 58.66'
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PR. C.B. : 4
GRATE : 57.06'
INV. OUT : 54.86'

"SEWER PUMP STATION"
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DATE:
PROJECT  NO.:

COPYRIGHT  2023

MARK DATE DESCRIPTION

ISSUE  BLOCK

PROJECT  TITLE

SHEET  TITLE

SCALE:

SHEET

PROJ. MGR.:

C-603LAYER STATE:

N

NAD 83 / DSP

SCALE :  1" = 30'

0 15 30 60

EROSION & SEDIMENT
CONTROL PLAN

EROSION  SEDIMENT  CONTROL  LEGEND
C-PR-ESC-LEGEND

STANDARD  INLET  PROTECTION - TYPE  1

STANDARD  INLET  PROTECTION - TYPE  2

STABILIZED  CONSTRUCTION  ENTRANCE

SILT  FENCE

LIMIT  OF  DISTURBANCE

IP-2

SF SF SF

IP-1

SCE

L.O.D. L.O.D.

STANDARD  INLET  PROTECTION - TYPE  3 IP-3

SLOPE STABILIZATION MATTING SSM

CULVERT INLET PROTECTION CIP

COMPOST FILTER LOGS

CONCRETE WASHOUT & MIXING OPERATION

CIP

CMO CW

STABILIZATION  AND  SEEDING  NOTES :  SEE SHEET C-504 FOR DETAILS

EROSION CONTROL MATTING IS REQUIRED ON ALL SLOPES OF 3:1 OR GREATER AND IN AREAS OF CONCENTRATED FLOW.

COMPLETION OF GRADING OPERATIONS FOR THESE SLOPES.
ALL FILL SLOPE AREAS SHOWN ON PLAN ARE TO BE STABILIZED AS PER STATEMENT 1 OR 2 ABOVE IMMEDIATELY AFTER

IF TEMPORARY STABILIZATION IS NOT REQUIRED, PERMANENT SEEDING SHALL BE PERFORMED AS SOON AS POSSIBLE.
MULCH SAME AS 1-E ABOVE.
APPLY MIX NO. 5 (ANNUAL RYEGRASS) IN ACCORDANCE WITH DETAIL DE-ESC-3.4.3, SHEET 1 OF 4.
PROVIDE SEED BED SAME AS 1-B ABOVE.

TEMPORARY STABILIZATION :

SEED BED PREPARATION :
SHALL BE CONDUCTED YEAR AROUND.

4.

5.

TOPSOIL :

MULCH :

F.

2.

3.

A.
B.
C.

E.

PERMANENT SEEDING :

SEEDING :

1.

B.
A.

D.

HYDROSEEDER.  ALL SEED WILL BE APPLIED AT THE RECOMMENDED RATE AND PLANTING

ALL AREAS TO BE PERMANENTLY SEEDED SHALL HAVE A MINIMUM OF 4" OF TOPSOIL.

OF 2 TONS PER ACRE MINIMUM.  ALL MULCHING SHALL BE DONE IN ACCORDANCE WITH
DETAIL DE-ESC-3.4.5.

SHALL BE IN ACCORDANCE WITH DE-ESC-3.4.3, SHEET 4 OF 4.

IMMEDIATELY AFTER SEEDING, UNIFORMLY MULCH ENTIRE AREA WITH STRAW AT A RATE

APPLY MIX NO. 7 IN ACCORDANCE WITH DE-ESC-3.4.3, SHEET 3 OF 4.
APPLY SEED UNIFORMLY WITH A BROADCAST SEEDER, DRILL, CULTIPACKER SEEDER OR

DEPTH.

SOIL AMENDMENTS :C. FERTILIZER AND LIME APPLICATION SHALL BE IN ACCORDANCE WITH DE-ESC-3.4.3,
SHEET 4 OF 4.

USE TYPE SSM-II NORTH AMERICAN GREEN S150BN OR APPROVED EQUAL.

AREA  OF  DISTURBANCE
TOTAL:  1.595  ACRES  ±

2. OBTAIN ALL STATE, COUNTY, AND LOCAL SITEWORK PERMITS PRIOR TO THE START OF CONSTRUCTION.

6. CLEAR AND GRUB AREAS NECESSARY FOR INSTALLATION OF PROPOSED IMPROVEMENTS, INCLUDING AREAS TO INSTALL AND
RELOCATE UTILITIES AS SHOWN ON THE PLANS.  THE CONTRACTOR SHALL STAKE OUT THE AREAS TO BE CLEARED AND
GRUBBED FOR APPROVAL BY DELDOT PRIOR TO STARTING WORK.

7. CONSTRUCT PROPOSED ENTRANCE AND LITTLE MASTEN'S CORNER ROAD IMPROVEMENTS IN ACCORDANCE WITH THE 
APPROVED ENTRANCE PLANS.  ANY EXISTING DELDOT DRAINAGE THAT WILL BE IMPACTED BY THE PROPOSED IMPROVEMENTS 
SHOULD BE MODIFIED PRIOR TO ANY OTHER PROPOSED ACTIVITIES SO AS TO MAINTAIN A CLEAR WATER DIVERSION THOUGH 

8. STABILIZE ALL DISTURBED AREAS WITH TOPSOIL, SEED, FERTILIZER, AND MULCH PER STABILIZATION AND SEEDING NOTES.

THE AREA DURING CONSTRUCTION.  

CONSTRUCTION  SCHEDULE  FOR  EROSION  AND   SEDIMENT  CONTROL:
PHASE  1  -  LITTLE  MASTEN'S  CORNER  ROAD  -  ENTRANCE  IMPROVEMENTS:
1.

4.

NOTIFY DELDOT CENTRAL DISTRICT IN WRITING AT LEAST FIVE (5) DAYS PRIOR TO START OF CONSTRUCTION.  CONTRACTOR

3. PRIOR TO ANY DEMOLITION OR INSTALLATION OF SEDIMENT CONTROL MEASURES, A PRE-CONSTRUCTION MEETING MUST
BE SCHEDULED AND CONDUCTED WITH THE AGENCY CONSTRUCTION SITE REVIEWER.  THE LAND OWNER/DEVELOPER,
CONTRACTOR AND CERTIFIED CONSTRUCTION REVIEWER ARE REQUIRED TO BE IN ATTENDANCE AT THE PRE-CONSTRUCTION
MEETING; THE DESIGNER IS RECOMMENDED TO ATTEND.
INSTALL SEDIMENT CONTROLS AS  SHOWN ON THE PLANS.  INLET PROTECTION, CULVERT PROTECTION, SILT FENCE AND 
STABILIZED CONSTRUCTION ENTRANCE SHALL BE REPLENISHED OR REPLACED AS NECESSARY.

TO SUBMIT ALL NECESSARY PERMIT DOCUMENTS TO DELDOT FOR REVIEW AND APPLY FOR ENTRANCE PERMIT. 

5. INSTALL AND MAINTAIN PERMANENT WARNING SIGNS PER THE LATEST DELAWARE DEPARTMENT OF TRANSPORTATION
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAY (DE MUTCD).

2

2

2
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PROJECT  TITLE

SHEET  TITLE

SCALE:

SHEET

PROJ. MGR.:

C-901LAYER STATE:

DETAILS

HARRINGTON

101 LITTLE MASTENS CORNER RD

LIBRARY

CITY OF HARRINGTON

KENT COUNTY, DE
MISPILLION HUNDRED

CATEGORY A SITE PLAN

3000 PSI CONC.
AT 30 DAYS

18
"

4-
1/

2"

1-1/2"

6"

6"

20" BASE COURSE (GABC)
GRADED AGGREGATE  

DEPRESSED CURB

NORMAL CURB

6" WHEN ADJACENT TO PORTLAND
CEMENT PAVEMENT AND THERE
IS A SEPARATION, USE
APPROVED JOINT FILLER.

DEPRESS CURB AT ENTRANCES
AS DETAILED

DEPRESS CURB FLUSH WITH 
PAVEMENT AT CURB RAMPS

NOTES :
1.

2.

3.

REVERSE  GUTTER  SLOPE  
WHEN PAVEMENT DRAINS

4.

AWAY FROM PROPOSED CURB

8-1/4" 3/4" BATTER

P.C.C.  CURB - TYPE  1 - 6 NO.: C-1 (2017)

1-1/2" R

DELDOT STANDARD

PA
VE

M
EN

T

SE
C

TI
O

N

9"

SHOWN  FOR  REFERENCE  ONLY - SEE  DELDOT  STANDARDSNO SCALE BMG NO.: SW-01I-A

1" LIP WITH 3/4"
ROUND EDGE

SEE NOTES 2 & 3

3000 PSI CONC.
AT 30 DAYS

CONCRETE  SIDEWALK  DETAIL
NO SCALE BMG NO.: SW-03C

2.

1.

AS PER SPECIFICATIONS.
CONCRETE SIDEWALKS SHALL BE CONSTRUCTED
JOINTS AT INTERVALS NOT GREATER THAN 20'
MARK IN 5' SQUARES, USE PREMOLDED EXPANSION

NOTES:

4"

BASE COURSE (GABC)
GRADED AGGREGATE  

2.0% SLOPE  (MAX.)

WIDTH  VARIES - SEE  SITE  PLAN

4"

CLASS  "B"  CONCRETE

FIRE  LANE  SIGN
NO SCALE BMG NO. : SW-8A

PARKING

FIRE
LANE

1-1/4" 1-1/8"

NOTES:

ALL LETTERING SHALL BE 3 INCHES IN HEIGHT,
EXCEPT FOR THE WORD "PARKING" WHICH SHALL
BE 2 INCHES IN HEIGHT.
COLORS:
LEGEND = BLACK (NON-REFELCTING)
BACKGROUND = WHITE (REFLECTING)
R7-201a

3/8"

12"

3/8"

2"

1/7/8"

5-1/2"

18"

3"

1-1/2"

3-1/8"

3"

12"

3-3/4"

1.

2.

3.

THE SIGN SHALL HAVE A WHITE SCOTCHLITE
BACKGROUND WITH RED SCOTCHLITE LETTERS,
EXCEPT FOR THE WORD "NO" WHICH SHALL HAVE
THE COLOR SCHEME REVERSED.

ALL  SIGNS  SHALL  BE  IN  ACCORDANCE  WITH
THE DELAWARE  STATE  FIRE  PREVENTION
REGULATIONS

SLOPE VARIES

PROFILE OF SHOULDER
AT FACE OF CURB

CURB  TAPER  DETAIL
NO SCALE

TOP OF CURB

DELDOT ACCESS MANUAL - PAGE 4-3

BMG NO. : SW-1L

CURB

2"

4'-0"

6"BOTTOM OF CURB
BASE COURSE (GABC)
GRADED AGGREGATE  

X X X X X X X X

8"  CONCRETE  SLAB  DETAIL
NO SCALE BMG NO.: SW-6D

1" X 1" CHAMFER
#4 BARS @ 12" O.C.E.W.2-1/2"  CLEARANCE  (TYP.)

6" X 6"  W4.0XW4.0  W.W.F.

#4 BARS 

8"
8"1'

-2
"

12"

8"

95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY
TOP 12" OF SUBGRADE SHALL BE COMPACTED TO
CR-1 BASE
8" GRADED AGGREGATE SUBBASE

WIDTH  VARIES - SEE  SITE  PLAN

4000 P.S.I. CONCRETE

NOTE:
CONTRACTOR  TO  PROVIDE  CONTRACTION  JOINTS  AT  A  MINIMUM  OF  10'  SPACING  WITH
EXPANSION  JOINTS  AT  A  MINIMUM  SPACING  OF  20'  AND  WHEN  ADJACENT  TO  FIXED  OBJECTS
SUCH  AS  CURB,  WALLS,  ETC.

PA
VE

M
EN

T

3000 PSI CONC.
AT 30 DAYS

COMBINATION  SIDEWALK  AND  PC.C.  CURB  TYPE  1-6
NO SCALE BMG NO. : SW-03I

2.

1.

AS PER SPECIFICATIONS.
CONCRETE SIDEWALKS SHALL BE CONSTRUCTED
JOINTS AT INTERVALS NOT GREATER THAN 20'
MARK IN 5' SQUARES, USE PREMOLDED EXPANSION

NOTES:

4"

18
"

6"

6"

20"

BASE COURSE (GABC)
GRADED AGGREGATE  

P.C.C.  CURB - TYPE  1 - 6

6"

8-1/4" 3/4" BATTER
1-1/2" R

SE
C

TI
O

N

SEE DETAIL,  THIS  SHEET

BASE COURSE (GABC)
GRADED AGGREGATE  

2.0% SLOPE  (MAX.)

WIDTH  VARIES - SEE  SITE  PLAN

EXPANSION JOINT FILLER  STRIP
1/2" PREFORMED CONTINUOUS

4"

CLASS  "B"  CONCRETE

NO SCALE BMG NO.: SW-14A

POLYETHYLENE  PARKING  BUMPER  BLOCKS

PRE-DRILLED  HOLES  FOR  ATTACHMENT

(3) 18" GALVANIZED 
ANCHOR  SPIKES

6" MIN.

4" MIN.

72" MIN.

2.

1.

CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR APPROVAL
100% RECYCLED PLASTIC.  COLOR - GRAY; BLUE @ ACCESSIBLE SPACES
PARKING BUMPERS SHALL BE CONSTRUCTED OF SOLID

NOTES:

5-
0"

 - 
M

IN
IM

U
M

12"

18
"

INTERNATIONAL ACCESSIBLE
SIGN BY "SAFETY SIGN CO.",
CLEVELAND, OHIO - OR AS
REQUIRED BY LOCAL CODE

7-
0"

 - 
M

A
XI

M
U

M

1" MIN. TO 4" MAX.

36
"

18
"CONCRETE / PAVEMENT

STONE

2-1/2" SQUARE TUBING

2" SQUARE TUBING

4" I.D. PVC SLEEVE

SOIL INSTALATION CONCRETE  OR  PAVEMENT
INSTALLATION

2-1/4" SQUARE TUBING

NOTE:
FOR POST DETAIL SEE DELDOT STANDARD
DETAIL T-15 - BREAKWAY SIGN POST AND PIN
ASSEMBLY DETAILS.

NOTE :
PROVIDE ONE SIGN
PER ACCESSIBLE STALL

RESERVED
PARKING

ACCESSIBLE  PARKING  SIGN  &  POLE
NO SCALE BMG NO. : SW-4D

STOP

NO SCALE BMG NO.: TS-02R

PAVEMENT

2' FROM BACK OF CURB
IF NO CURB, 3' FROM 
EDGE OF PAVEMENT

SIGN TO BE INSTALLED

N
O

T 
LE

SS
 T

H
AN

 7
'-0

" 

SQUARE POST SHALL NOT BE 
LESS THAN 2" x 2" WITH A WALL 
THICKNESS OF 0.1092"

2" SQUARE POST

2-1/2" SQUARE 4"
 M

AX
.

ON BREAK AWAY POST

FR
O

M
 G

R
O

U
N

D
 T

O
 B

O
TT

O
M

 O
F 

SI
G

N

STOP  SIGN  AND  BREAKAWAY  POST  DETAIL

TUBING

2-1/4" SQUARE
TUBING

NOTE :
ROADSIDE  SIGN - BUSINESS  OR  RESIDENTIAL  DISTRICT

BREAKAWAY  POST  DETAIL
1.

36
"

18
"

DESIGN, FABRICATION AND INSTALLATION OF ALL PERMANENT SIGNING
SHALL BE IN ACCORDANCE WITH LATEST "DEMUTCD" (DELAWARE MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES) MANUAL (LATEST EDITION).

NO SCALE BMG NO. : SW-6E

CONTROL  JOINT  DETAIL

XXXXXXXXXXX

1/8"  WIDE  SAW  CUT,
FILL WITH SEMI-RIGID  SEALANT

T / 4  DEPTH

T

NO SCALE BMG NO.: SW-6F

CONSTRUCTION / EXPANSION  JOINT  DETAIL
XXXXXXXXXX

VA
R

IE
S

T

1/2"x 1/2" CAULK JOINT 1/2" CONT. PREMOLDED JOINT  FILLER  STRIP
WITH REMOVABLE JOINT CAP STRIP

ACCESSIBLE
VAN

RESERVED
PARKING

NOTES:
2" DIA. GALVANIZED PIPE WITH CAP. PAINT FINISH
BURIED TO A MINIMUM DEPTH OF 36"

FOR VAN ACCESSIBLE SPACES ONLY2"  HIGH  LETTERING
(GREEN)

GREEN

WHITE

6"

12"

2" HIGH LETTERING
(GREEN)

18"

WHITE

BLUE

GREEN

1.

2.

THE BOTTOM EDGE OF SIGN SHALL BE A MINIMUM OF 5.0' AND A MAXIMUM OF 7.0'
ABOVE FINISHED GRADE.  CONTRACTOR SHALL  INSTALL ONE SIGN PER ACCESSIBLE
PARKING SPACE.  SIGNS ARE TO BE CENTERED ON STALL WIDTH, FACING PARKING.
THE SIGN BE INACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS AS
DEFINED BY THE CURRENT AMERICANS WITH DISABILITIES ACT (ADA) REGULATIONS.

ACCESSIBLE  PARKING  SIGN  DETAIL
NO SCALE BMG NO.: SW-4CB-VAN

ACCESSIBLE SPACES SHALL BE 8'-0" WIDE (MIN.),
NOTES:

PAINTED STRIPES

(IF REQUIRED - SEE SITE PLAN)
CONCRETE CURB & GUTTER

9'
-0

"
5'

-0
"

8'
-0

"
VA

N
  A

C
C

ES
SI

B
LE

9'
-0

"

4'
-6

"

3'-0"

SEE DETAIL, THIS SHEET
ACCESSIBLE  SYMBOL

ACCESSIBLE  PARKING  SIGN
(ONE PER SPACE)
TO BE LOCATED OTHER
SIDE OF SIDEWALK
SEE DETAIL, THIS SHEET

ACCESSIBLE  PARKING  SPACE  PLAN
NO SCALE BMG NO.: SW-4B1

COLOR: WHITE SYMBOL ON BLUE BACKGROUND.  SIZE: 48" x 48".
PROVIDE PREFORMED THERMOPLASTIC (90 MIL) ACCESSIBLE SYMBOL

1.
2. COLOR: WHITE SYMBOL ON BLUE BACKGROUND.  SIZE: 48" X 48".

PROVIDE PREFORMED THERMOPLASTIC (90 MIL) ACCESSIBLE SYMBOL1.
NOTE:

ACCESSIBLE  THERMO  SYMBOL
NO SCALE BMG NO.: SW-4E-2

18"  DIA  CONCRETE
ENCASEMENT
AROUND  POST 3'

-0
"

4'
-0

"
6"

PIPE  BOLLARD  DETAIL
NO SCALE BMG NO.: SW-9A

SET  3'  BELOW  GRADE  AND
EXTENDED  4'  ABOVE  GRADE.

4.5"  O.D.  STEEL  PIPE  BOLLARD

ENCASE IN HDPE 1/4" COVER
FILL  SOLID  WITH  CONCRETE.

IDEAL SHIELD, OR APPROVED
EQUAL, WITH DOME TOP.

*COLOR TO BE SELECTED
BY OWNER

PAVEMENT  TIE-IN  SECTION

1.0'

TACK COAT
EXISTING PAVEMENT SECTION

ROTOMIL 2" BELOW
FINISH GRADE AND REPLACE
WITH TYPE "C" SUPERPAVE

HOT CRACK SEALER
JOINT TO BE SEALED WITH

GRADED AGGREGATE SUBBASE

FULL DEPTH SAWCUT

TYPE "B" BINDER COURSE. SEE PAVEMENT 

TYPE "C" SURFACE COURSE, SEE PAVEMENT SECTION DETAIL

NO SCALE BMG NO.: SW-2DA

EXISTING  EDGE  OF  PAVEMENT

1.0'
SECTION DETAIL

SEE PAVEMENT SECTION DETAIL

NOTES:

FLAG  POLE  BASE  DETAIL
     MANUFACTURER'S SPECIFICATIONS.

ALUMINUM FLASH COLLAR

HARDWOOD WEDGES

3000 PSI CONCRETE

DRY SAND TIGHTLY TAMPED
AFTER ALIGNING POLE

HOT DIP GALVANIZED STEEL

STEEL CENTERING WEDGES

1/4" STEEL BASE PLATE

WELDED TO GROUNDING SPIKE

35"

8"

12
"

FO
U

N
D

AT
IO

N
: 4

'-0
"

6"
3'

-6
"

1.  DETAIL SHOWN FOR REFERENCE ONLY.  INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH

SPECIFICATIONS FOR POLE INFORMATION

NO SCALE

(SUPPLIED BY OTHERS)

FOUNDATION SLEEVE - 16ga

1/4" STEEL SUPPORT PLATE

16"

SEE ARCHITECTURAL PROJECT

BMG NO.: SW-25

NO SCALE

FULL  DEPTH  PAVEMENT  SECTION

AS DETERMINED BY THE MODIFIED PROCTOR TEST, ASTM D 1557

TOP 12" OF SUBGRADE SHALL BE COMPACTED TO
95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY

6" GABC
DELDOT TYPE "B", CR-6

1.50"
2.50"

6.00"

2.50"  SUPERPAVE  TYPE  "B"
PG 64-22 (401014)

ALL  PARKING  AREAS  AND  DRIVE  AISLES

1.50"  SUPERPAVE,  TYPE  "C"
PG 64-22, CARBONATE STONE (401005)
(INSTALLED  JUST  PRIOR  TO  OWNER/ENGINEER ACCEPTANCE)

PAVEMENT  SECTION  FOR:

1.  SEE PROJECT SPECIFICATIONS, SECTION 321216 - ASPHALT PAVING
     FOR ADDITIONAL REQUIREMENTS.
2.  RECYCLED CONCRETE AGGREGATE (RCA) NOT PERMITTED TO BE
     USED AS BASE COURSE UNLESS A CREDIT IS ISSUED TO THE OWNER.

PEDESTRIAN  CROSSWALK  DETAIL
NO SCALE BMG NO.: TS-03

STRIPING  OF  CROSSWALK  SHALL  BE  THERMO

2'-0"
(24")

8'
-0

"
(9

6"
)

2'-0" (24") SPACING
WHITE STRIPE

BELDEN BRICK PAVERS, OR APPROVED EQUAL.

CONCRETE  SIDEWALK
SEE  DETAIL, THIS SHEET

BRICK  PAVER  SECTION 
SCALE: 1" = 1'

4" GRADED AGGREGATE BASE COURSE

ASHBERRY CITYLINE PAVERS.  SUBMIT SAMPLES
TO ARCHITECT.

95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY
TOP 12" OF SUBGRADE SHALL BE COMPACTED TO

1 TO 1-1/2" CLEAN BEDDING SAND

NOTE:
1. PAVERS SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURERS STANDARD

INSTALLATION REQUIREMENTS.
2. PAVERS SHALL BE INSTALLED  IN A 45 DEGREE HERRINGBONE PATTERN

FIRE  CONNECTION  SIGN
NO SCALE BMG NO.:

NOTES:
1. ALL  SIGNS  SHALL  BE  IN  ACCORDANCE  WITH  THE

DELAWARE  STATE  FIRE  PREVENTION  REGULATIONS.
SIGN SHALL BE CENTERED ABOVE FIRE DEPARTMENT2.
CONNECTION.

12"
18

"

2

2



04-12-2023
2013138.06

C-902

NONE

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x36
24x36

24x3624
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6
24

x3
6

24
x3

6

North Carolina

309 South Governors Avenue
Dover, DE 19904

302.734.7950

312 West Main Street, Suite 300
Salisbury, MD  21801

410.546.9100

Maryland

www.beckermorgan.com

Delaware

A
E
R
N
C
G
H
I
I
N
T
E
E
E
C
R
T
I
U
N G
RE

910.341.7600
Wilmington, NC  28403

3333 Jaeckle Drive, Suite 120

The Tower at STAR Campus
100 Discovery Boulevard, Suite 102

Newark, DE 19713
302.369.3700

.PDF

A.C.F. J.S.F.

CONSTRUCTION
.
.
.

5-9-231 REVISED  PER  AGENCY  REVIEW

5-23-232 REVISED  PER  AGENCY  REVIEW

5-30-233 REVISED  PER  AGENCY  REVIEW

7-20-234 ADDENDUM  NO.  2

F:\AutoCAD\Projects\2013\2013138-05\DWG\201313805-DETAILS-C3D21.dwg, Jul 21, 2023 - 10:30am

 2023-07-21

DRAWN BY:

DATE:
PROJECT  NO.:

COPYRIGHT  2023

MARK DATE DESCRIPTION

ISSUE  BLOCK

PROJECT  TITLE

SHEET  TITLE

SCALE:

SHEET

PROJ. MGR.:

C-902LAYER STATE:

DETAILS

HARRINGTON

101 LITTLE MASTENS CORNER RD

LIBRARY

CITY OF HARRINGTON

KENT COUNTY, DE
MISPILLION HUNDRED

CATEGORY A SITE PLAN

A
S 

 R
EQ

U
IR

ED

4"

NO  SCALE BMG NO.: W-03A

GATE  VALVE  DETAIL

CONCRETE VALVE SUPPORT

INDICATED ON PLAN
GATE VALVE, SIZE AS

COMPACTED EARTH
BE PLACED AGAINST WELL
FLANGE OF VALVE BOX TO

WATER MAIN, SIZE AS
INDICATED ON PLAN

NOTE :

BOX WITH CAST IRON LID

ON TOP
WITH THE WORD "WATER" CAST
CAST IRON, DEEP SEATED LID

STANDARD ADJUSTABLE VALVE

CONCRETE COLLAR
18" DIAMETER

CONTRACTOR SHALL PROVIDE OWNER
WITH TWO VALVE OPERATING
WRENCHES

PIPE  TRENCH  DETAIL

1'
-0

"

COMPACTED SELECT BACKFILL
IN 12" LOOSE LAYERS

6" MAGNETIC DETECTOR TAPE
 SEWER - GREEN
 WATER - BLUE

HAND PLACE SELECT BACKFILL AS
DIRECTED AND MECHANICALLY TAMP
IN 8" LOOSE LAYERS

SUBGRADE OF SURFACE SECTION,
AND/OR BOTTOM OF TOPSOIL

3'
-6

" M
IN

IM
U

M
 C

O
VE

R
EX

C
EP

T 
W

H
ER

E 
SH

O
W

N
 O

TH
ER

W
IS

E

TRENCH WIDTH

4" M
IN

.

PIPE O.D. 10"10"

60% OF PIPE OUTSIDE DIAMETER

IF GROUNDWATER IS ENCOUNTERED AT
THE LEVEL OF THE TRENCH BOTTOM,
GRAVEL SHALL BE INSTALLED UP TO A
MINIMUM OF THE SPRINGLINE OF THE PIPE.

1.

NOTES :

1'
-0

"

AASHTO NO. 57 GRAVEL

NO SCALE BMG NO. : W-2

SOIL SHALL BE COMPACTED TO 90%
OF THE MODIFIED PROCTOR STANDARD
DRY DENSITY AS DETERMINED BY THE
MODIFIED PROCTOR TEST, ASTM D 1557.

2.

TOP OF MAIN
18" MIN TO 

SANITARY SEWER /

48
" 

M
IN

.PIPE DEFLECTION SHALL NOT
EXCEED PIPE MANUFACTURER'S
SPECIFICATIONS

WATER  MAIN / UTILITY  CROSSING  DETAIL 
NO SCALE BMG NO.: W-12A

STORM DRAIN / UTILITY PIPE

WATER MAIN

45° BEND 45° BEND

SEE PLAN FOR SIZE

45° BEND45° BEND

18
"

M
IN

.

SANITARY SEWER /
STORM DRAIN / UTILITY PIPE

2.

NOTES:
TYPE  1

TYPE  2

FINISHED GRADE

48
" 

M
IN

.

FINISHED GRADE

1. THESE METHODS ARE TO BE USED WHEN INSUFFICIENT COVER EXISTS TO ALLOW THE WATER MAIN TO CROSS ABOVE/BELOW THE
CONFLICT PIPE WHILE MAINTAINING A COVER OF 48" TO FINISHED GRADE AND 18" OF SEPARATION TO OTHER UTILITIES.

ALL PRESSURE PIPE JOINTS AND FITTINGS SHALL BE RESTRAINED.
ALL WATER MAIN CROSSINGS SHALL MAINTAIN 18" SEPARATION FROM OTHER UTILITIES, BOTH ABOVE AND BELOW. THE CONTRACTOR3.
SHALL UTILIZE EITHER TYPE 1 OR TYPE 2 METHODS ABOVE.  IF TYPE 1 - JOINT DEFLECTION METHOD CANNOT BE ACHIEVED, THE
CONTRACTOR SHALL FURNISH AND INSTALL 45° FITTINGS AS NECESSARY TO OBTAIN NECESSARY SEPARATION REQUIREMENTS. 
LABOR, MATERIALS AND OVERHEAD ASSOCIATED WITH EITHER METHOD USED ABOVE SHALL BE INCIDENTAL TO THE CONTRACT.

(TYP. 4°-5°)

INV: 52.23'

INV: 52.73'

INV: 54.76'

INV: 52.23'

INV: 52.73'

INV: 54.76'

TERMINAL DRAINAGE EMITTER
NO SCALE

VA
R

IE
S

6" NDS POP-UP DRAINAGE
EMITTER (PART NO. 620)

NDS 1/4  BEND DRAIN ELBOW 

COMPACTED TOPSOIL

1/4" LEACH HOLE
ROOF  DRAIN  PIPE

CRUSHED STONE DRY WELL 

NOTES
1.  INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATION.

ROOF  DRAIN / DOWNSPOUT  CONNECTION  WITH  CLEANOUT  DETAIL
NO SCALE

BUILDING  FACE

ALUMINUM  DOWNSPOUT.  SEE ARCHITECTURAL
PLANS  AND  ELEVATIONS  FOR  SIZES / LOCATIONS

4"x5"  ANGULAR  CAST  IRON  DOWNSPOUT  BOOT
MODEL #: A-4524C  BY J. R. HOE AND  SONS INC.
(OR EQUAL).  POWDER  COATED  CAST   IRON.
CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR APPROVAL

FLEXIBLE RUBBER ADAPTOR CONNECTION

SCREW-IN CAP

2' DIA., 4" THICK CONCRETE SLAB

1/2" EXPANSION GAP

FINISHED  GRADE

6" DIA. PIPE

6" DIA. - 45° BEND

6" x 6" x 6" LATERAL

6" DIA.  SDR-35  PVC
4" MIN.

CONCRETE BASE

6"

FIRM EARTH

CAST IRON FRAME AND COVER

2'
-6

" M
IN

.

½-13 X 2-3/4” STAINLESS STEEL HEX BOLT W/ FLAT
WASHER WITH DRIVE-IN SS DOUBLE EXPANSION SHIELD

NOTES:

ALL  JOINTS  SHAL  BE  WATERTIGHT  (WT).

1.

2.

CONNECTIONS TO THE  STORM  DRAIN PIPE
SHALL UTILIZE AN INSERTA TEE (OR EQUAL).

6" SDR-35  45° BEND

6" DIA.  SDR-35  PVC
SLOPE
2.0% MIN.

STORM  DRAIN  PIPE
SEE  SITE  PLAN

INSERTA  TEE

FOR  SIZE & TYPE

DWG NO.

3130 VERONA AVE
BUFORD, GA 30518
PHN (770) 932-2443
FAX (770) 932-2490
www.nyloplast-us.com

12  IN  INLINE  DRAIN
INSTALLATION  DETAIL

TITLE

NYLOPLAST 12" INLINE DRAIN

WATERTIGHT JOINT
(CORRUGATED HDPE SHOWN)

12" X 8" OUTLET ADAPTER FOR CORRUGATED HDPE 
(ADS N-12/HANCOR DUAL WALL)

1  -  GRATE: SIZE OF OPENING MEETS REQUIREMENTS

2  -  MATERIALS SHALL BE DUCTILE IRON PER ASTM A536

       OF ADA AS STATED IN FEDERAL REGISTER PART III,

       GRADE 70-50-05.
3  -  DRAINAGE CONNECTION STUB JOINT TIGHTNESS
       SHALL CONFORM TO ASTM D3212 FOR
       CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL.

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER
GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS II
MATERIAL AS DEFINED IN ASTM D2321.  BEDDING & BACKFILL FOR
SURFACE DRAINAGE INLETS SHALL BE PLACED & COMPACTED
UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

®

INVERT ACCORDING TO
PLANS/TAKE OFF MINIMUM PIPE BURIAL

DEPTH PER PIPE
MANUFACTURER

RECOMMENDATION

NYLOPLAST 12" PEDESTRIAN DUCTILE 
IRON FRAME & HINGED GRATE ASSEMBLY   
(1299 CGP OR EQUAL)

       DEPARTMENT OF JUSTICE, 28 CFR PART 36.
       GRATE MEETS H-10 LOAD RATING.8" MIN THICKNESS GUIDELINE

CONCRETE SLAB

12" (TYP.)

8" ADS N-12 / HANCOR DUAL WALL
ELBOW - 90 DEGREE

CONNECT TO EXISTING
HDPE PIPE USING INSERTA-TEE

8" HDPE ADS PIPE
N-12 WT IB, OR EQUAL

WATERTIGHT CONNECTION

NYLOPLAST  INLINE  DRAIN  WITH  12" PEDESTRIAN  GRATE  
NO SCALE

2

2
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SCALE :  1" = 30'

0 15 30 60

DELAWARE LANDSCAPE  ARCHITECTS  CERTIFICATION

CHAD D. CARTER, RLA, ASLA                 S1-499                             DATE

I, CHAD D. CARTER, RLA, ASLA, HEREBY CERTIFY THAT I AM A
LANDSCAPE ARCHITECT IN THE STATE OF DELAWARE, THAT THE
LANDSCAPING INFORMATION SHOWN HEREON HAS BEEN PREPARED
UNDER MY SUPERVISION AND TO MY BEST KNOWLEDGE AND BELIEF,
REPRESENTS GOOD LANDSCAPING PRACTICES.

LANDSCAPE REQUIREMENTS

4.       EXISTING TREES TO BE RETAINED :

5.       PROPOSED TREE :

6.       TOTAL TREES :

0 TREES RETAINED

46 TREES

46 TREES

2.       TOTAL SITE AREA : 4.1472 ACRES (180,652.03 SQFT)

STREET TREE REQUIREMENT:1. 1 DECIDUOUS TREE PER 40 FT. ALONG THE STREET
801' OF LOT FRONTAGE - 35' ENTRANCE WIDTH - 82' PUMP STATION = 684' 
684' / 40' = 17.1 = 18 SHADE TREES

DECIDUOUS  TREE  PLANTING  DETAIL
NO SCALE

UNDISTURBED SOIL

NOTE:
DO NOT HEAVILY PRUNE THE TREE
AT PLANTING.  PRUNE ONLY
CROSSOVER LIMBS, CO-DOMINANT
LEADERS, AND BROKEN OR DEAD
BRANCHES.  SOME INTERIOR
TWIGS AND LATERAL BRANCHES
MAY BE PRUNED; HOWEVER, DO
NOT REMOVE THE TERMINAL BUDS
OF BRANCHES THAT EXTEND TO
THE EDGE OF THE CROWN.

REMOVE TOP 1/3 OF BURLAP.
CUT & REMOVE ALL STRAPPING,
ROPES, AND WIRE CAGES.

SOIL MIXTURE - CONSISTING OF
1/4 HUMUS AND 3/4 TOPSOIL

FINISHED
GRADE

2"x2" WOODEN
STAKES.  DRIVE
SECURELY INTO
GROUND.  3 PER
TREE.

CANVAS WEBBING OR
PLASTIC HORTICULTURAL
TAPE.  DO NOT STRETCH.

MULCH - PLACE 3"
LAYER OF SPECIFIED
MULCH.  DO NOT PLACE
IN CONTACT WITH TREE
TRUNK.  KEEP MULCH
WEEDED AND REPLACE
AS NEEDED.

BMG NO. : L-01

SET ROOT BALL 2" ABOVE
GRADE.  REMOVE EXCESS
SOIL ON TOP OF THE
BALL, JUST EXPOSING
THE ROOT FLARE.

SHRUB  PLANTING  DETAIL
NO SCALE

SET ROOT BALL 2" ABOVE
GRADE.  REMOVE EXCESS
SOIL ON TOP OF THE
BALL, JUST EXPOSING
THE ROOT FLARE.

REMOVE TOP 1/3 OF BURLAP.
CUT & REMOVE ALL STRAPPING,
ROPES, AND WIRE CAGES.  FOR
CONTAINER PLANTS, CUT
ROOTS ON FOUR (4) SIDES AND/
OR SPREAD OUT IN NEW SOIL
MIXTURE.

SOIL MIXTURE -
CONSISTING OF 1/4
HUMUS AND 3/4
TOPSOIL

UNDISTURBED SOIL

FINISHED
GRADE

MULCH - PLACE 3"
LAYER OF SPECIFIED
MULCH.  DO NOT PLACE
IN CONTACT WITH
SHRUB TRUNK.  KEEP
MULCH WEEDED AND
REPLACE AS NEEDED.

BMG NO. : L-03

NOTE:
PRIOR TO MULCHING. APPLY
APPROVED PRE-EMERGENT WEED
CONTROL ON ALL SHRUB BEDS.

REMARKS

3" CAL

SIZE

B&B

ROOT

18

QUANTITY

AR

KEY

ACER RUBRUM 'SUNSET RED'

BOTANICAL NAME COMMON NAME
PLANT  LIST 

RED MAPLE

24-36" CONT. 17CS CORNUS SERICEA RED TWIG DOGWOOD

46 TREES, 196 SHRUBS, 19 PERENNIALSTOTAL:

CANOPY TREES

FHV

UNDERSTORY TREES
1 1/2" CAL B&BCC CERCIS CANADENSIS3 EASTERN REDBUD FHV

SHRUBS

2 1/2" CAL B&B6QR QUERCUS RUBRA NORTHERN RED OAK FHV

1. QUALITY AND SIZE OF PLANTS, SPREAD OF ROOTS, AND SIZE OF BALLS SHALL BE IN ACCORDANCE WITH THE
CURRENT STANDARDS OF THE AMERICAN ASSOCIATION OF NURSERYMEN "AMERICAN STANDARDS FOR 
NURSERY STOCK."

EVERGREEN TREES SHALL HAVE A FULL, WELL-BRANCHED, CONICAL FORM TYPICAL OF THE SPECIES.

ALL DECIDUOUS SHADE TREES SHALL BRANCH A MINIMUM OF 7'-0" ABOVE GROUND LEVEL.  TREES SHALL BE 
PLANTED AND STAKED IN ACCORDANCE WITH THE DETAIL SHOWN.

PLANT MATERIALS DELIVERED TO THE SITE IN UNCOVERED TRUCKS WILL BE REJECTED.

UNACCEPTABLE PLANT MATERIALS:  MATERIALS WHICH HAVE DAMAGED OR CROOKED LEADERS, DEFORMED
GROWTH HABIT, ABRASIONS OF THE BARK, SUN SCALD, WINDBURN, DISFIGURING NOT COMPLETELY CALLUSED
WILL BE REJECTED. IN ADDITION, TREES HAVING THEIR CENTRAL LEADERS HEADED BACK WILL ALSO BE 
REJECTED.  PLANTS WITH LOOSE OR CRACKED ROOT BALL OR CONTAINERS WILL BE REJECTED.

2. ALL PLANTS SHALL BE PLANTED IN TOPSOIL THAT IS THOROUGHLY WATERED AND TAMPED AS BACKFILLING 
PROGRESSES. NOTHING BUT SUITABLE TOPSOIL, FREE OF DRY SOD, STIFF CLAY, LITTER, STONES IN EXCESS OF
ONE (1) INCH DIAMETER, ETC. SHALL BE USED FOR PLANTING.

MULCH FOR PLANTING BEDS SHALL BE SHREDDED HARDWOOD BARK MULCH UNLESS OTHERWISE SPECIFIED ON
THE PLANS AND SHALL HAVE NO LEAVES, YOUNG GREEN GROWTH, BRANCHES, TWIGS, GREATER IN DIAMETER
OF ½", WEEDS, SHAVINGS OR FOREIGN MATERIAL SUCH AS STONES, ETC. SHALL BE MIXED WITH THE MULCH.
ALL SHRUB MASSES SHALL BE PLANTED IN CONTINUOUS MULCHED BEDS WITH A LIGHTLY COMPACTED DEPTH
OF THREE (3) INCHES.  ALL CONTAINER PLANTS ARE TO HAVE ROOTS CUT ON FOUR SIDES AND/ OR SPREAD OUT
IN NEW SOIL MIXTURE.

3. ALL AREAS NOT STABILIZED IN PAVING OR PLANT MATERIALS SHOULD BE SEEDED AND MULCHED. (SEE EROSION
& SEDIMENT CONTROL PLAN AND NOTES.)

4. LANDSCAPE BEDS NOT DEFINED BY CURBS, SIDEWALKS, WALLS OR OTHER STRUCTURES SHALL BE ENCLOSED
BY ALUMINUM EDGING UNLESS OTHERWISE INDICATED.

5. AREAS DISTURBED BY LANDSCAPE OPERATIONS SHALL BE GRADED TO MATCH EXISTING TOPSOIL AND SEED OR
SOD AS REQUIRED.

6. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO UTILITIES AND MAY MAKE MINOR ADJUSTMENTS IN
SPACING AND/OR LOCATION OF PLANT MATERIALS. CONTRACTOR TO VERIFY "AS BUILT" LOCATION OF ALL 
UTILITIES.

7. NO PLANT, EXCEPT GROUNDCOVERS, SHALL BE WITHIN THREE (3) FEET FROM SIDEWALKS.

8. NO TREE SHALL BE PLANTED CLOSER THAN TEN (10) FEET FROM ANY STRUCTURE OR BUILDING.

9. NO TREE SHALL BE PLANTED WITHIN TEN (10) FEET OF UNDERGROUND UTILITIES OR FIRE HYDRANTS.

10. ONLY TREES THAT REACH A HEIGHT AND SIZE AT MATURITY OF SMALL TO MEDIUM SHALL BE PLANTED UNDER
POWER LINES.

11. THE CONTRACTOR SHALL WATER ALL PLANTS THOROUGHLY TWICE DURING THE FIRST 24-HOUR PERIOD 
AFTER PLANTING, AND THEN WEEKLY OR MORE OFTEN, IF NECESSARY, DURING THE FIRST GROWING SEASON,
UNLESS THE OWNER AGREES TO MAINTAIN AND WATER THEM.

12. TREES TO REMAIN ON-SITE SHALL BE PROTECTED WITH SNOW FENCE DURING CONSTRUCTION (SEE DETAIL).
SNOW FENCING TO BE MAINTAINED DURING CONSTRUCTION BY CONTRACTOR.

13. THE PLANTING PLAN SHALL TAKE PRECEDENCE OVER THE PLANT SCHEDULE SHOULD ANY PLANT QUANTITY 
DISCREPANCIES OCCUR.

14. NO SUBSTITUTIONS SHALL BE MADE WITHOUT APPROVAL OF THE OWNER AND/ OR THE LANDSCAPE ARCHITECT.

15. ALL NEW TREES SHALL BE GUARANTEED TO SURVIVE FOR ONE FULL YEAR AFTER INSTALLATION (FULL COST).
ALL  STAKES AND GUYS SHALL BE REMOVED FROM TREES AND SITE AS EARLY AS THREE (3) MONTHS, BUT NO
LONGER THAN ONE (1) YEAR AFTER PLANTING.

GENERAL  LANDSCAPE  NOTES :

EVERGREEN  TREE  PLANTING  DETAIL
NO SCALE

SOIL MIXTURE - CONSISTING OF
1/4 HUMUS AND 3/4 TOPSOIL

MULCH - PLACE 3"
LAYER OF SPECIFIED
MULCH.  DO NOT PLACE
IN CONTACT WITH TREE
TRUNK.  KEEP MULCH
WEEDED AND REPLACE
AS NEEDED.

SET ROOT BALL 2" ABOVE
GRADE.  REMOVE EXCESS
SOIL ON TOP OF THE
BALL, JUST EXPOSING
THE ROOT FLARE.

UNDISTURBED SOIL

REMOVE TOP 1/3 OF BURLAP.
CUT & REMOVE ALL STRAPPING,
ROPES, AND WIRE CAGES.

FINISHED
GRADE

CANVAS WEBBING OR
PLASTIC HORTICULTURAL
TAPE.  DO NOT STRETCH.

2"x2" WOODEN
STAKES.  DRIVE
SECURELY INTO
GROUND.  3 PER
TREE.

BMG NO. : L-02

6' HGT B&B9CJ CRYPTOMERIA JAPONICA 'YOSHINO' JAPANESE CEDAR

6' HGT B&B10PS PINUS STROBUS EASTERN WHITE PINE

EVERGREEN TREES

#3 CONT.21PV PANICUM VIRGATUM 'HEAVY METAL' SWITCH GRASS

24-36" CONT. 21IG ILEX GLABRA 'SHAMROCK' SHAMROCK HOLLY

#3 CONT.28PS PANICUM VIRGATUM 'SHENANDOAH' SWITCH GRASS

#3 CONT.12SS SCHIZACHYRIUM SCOPARIUM LITTLE BLUSTEM

#3 CONT.28EP ERAGROSTIS PECTINACEA PURPLE LOVEGRASS

#1 CONT. 11PC ECHINACEA PURPUREA PURPLE CONEFLOWER
PERENNIALS

#1 CONT.8RH RUDBECKIA HIRTA BLACK EYED SUSAN

PROPOSED EDGING, CURB OR
SIDEWALK PER PLAN

RIVER STONE MULCH
4" DEPTH MIN

FILTER FABRIC /
WEED BARRIER

6" MIN DEPTH TRENCH
AT SIDEWALK / CURB /

EDGING PER PLAN

RIVER JACK GRAVEL MULCH
NO SCALE

CONTRACTOR TO PLACE STONE IN
TRENCH TO ENSURE THAT
STONES WILL NOT SPILL OUT
ONTO SIDEWALKS / CURBS, OR
OVER LANDSCAPE EDGING.

MEADOW SEED MIX:  ERNST SEED MIX ERNMX-177 - EASTERN ECOTYPE NATIVE GRASS MIX. SEED AT RATE OF 10-15 LB PER ACRE WITH 30 LBS/ACRE OF A COVER CROP. FOR A 
COVER CROP USE EITHER GRAIN OATS (1 JAN TO 31 JUL) OR GRAIN RYE (1 AUG TO 31 DEC).

BED MEDIA

TURF

ALUMINUM EDGING TO BE
NO MORE THAN 1/2"
ABOVE FINISHED GRADE

COMPACT
SUBGRADE TO
AVOID SETTLING

NOTE:
LANDSCAPE EDGING SHALL BE 1/8" THICK
ALUMINUM EDGING, 4" DEEP WITH A BLACK FINISH.
16' SECTIONS SHALL BE USED WITH ONE (1)
SUBSURFACE STAKE PER 38" OF EDGING.  EDGING
SHALL HAVE A MINIMUM OF 2" OF INTERLOCKING
OVERLAP BETWEEN SECTIONS.  INSTALL PER
MANUFACTURER'S SPECIFICATIONS WITH TOP OF
EDGING 1/2" ABOVE COMPACTED FINISH GRADE.
FINISH GRADE TO BE COMPACTED ON EITHER SIDE
OF EDGING TO MAINTAIN STABILITY.

LANDSCAPE  BED  EDGING  DETAIL
NO SCALE BMG NO. : L-07

4' HGT. CONT.69IC ILEX CRENATA 'SKY PENCIL' SKY PENCIL JAPANESE HOLLY 2 1/2' O.C.

07/20/2023

PARKING SCREEN REQUIREMENT:7. EVERGREEN HEDGE SHALL BE PLANTED 2 1/2' O.C. WHERE 
ADJACENT TO RESIDENTIAL USE.
SCREENING PROVIDED: 69 EVERGREEN SHRUBS 4' HEIGHT

HARRINGTON

101 LITTLE MASTENS CORNER RD

LIBRARY

CITY OF HARRINGTON

KENT COUNTY, DE
MISPILLION HUNDRED
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